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The following information outlines the single and two–tone painting schemes on 1999
Lexus models.

Bumper

Cladding Panel

� 1999 All Models

Single Color: The cladding and bumpers are painted the same as the body color.

Two–Tone Color: The cladding and bumpers are painted alike and are a different
color than the body color.

OP CODE DESCRIPTION TIME OPN T1 T2

N/A Not Applicable to Warranty  – – – –

COLOR NUMBER ON
VIN PLATE

CLADDING COLOR
NUMBER

TWO–TONE NAMES

051 UCA29 Diamond White Pearl / Warm Silver Metallic

199 UCA75 Alpine Silver Metallic / Gray Silver Metallic

202 UCA31 Black Onyx / Black Onyx

3M9 UCAA7 Baroque Red Metallic / Dark Rose Red Mica Metallic

4P1 UCAA8 Antique Bronze Mica / Medium Brown Mica Metallic

4P7 UCA77 Mystic Gold Metallic / Beige Metallic

6P7 UCAA9 Silver Jade Pearl / Medium Green Metallic

6Q7 UCAB0 Imperial Jade Mica / Dark Green Mica Metallic

8L4 UCAB1 Atlantis Blue Mica / Medium Blue Metallic

941 UCAB2 Antique Sterling Metallic / Rose Metallic

P
A

IN
T

Introduction

Affected
Vehicles

Painting
Method

Warranty
Information

LS 400 Paint
Colors



1999 LEXUS PAINT COLORS  – PA001–99 March 19, 1999

Page 2 of 3

COLOR NUMBER ON
VIN PLATE

CLADDING COLOR
NUMBER

COLOR NAMES / TWO–TONE NAMES

051 UCA29 Diamond White Pearl / Warm Silver Metallic

199 N/A Alpine Silver Metallic

202 N/A Black Onyx

3N1 N/A Cinnabar Pearl

4P1 N/A Antique Bronze Metallic

4P2 N/A Burnished Gold Metallic

6Q7 N/A Imperial Jade Mica

8M6 N/A Spectra Blue Mica

COLOR NUMBER ON VIN PLATE COLOR NAMES

057 Golden Pearl

1C0 Millennium Silver Metallic

202 Black Onyx

3L2 Renaissance Red

3M9 Baroque Red Metallic

4P9 Angora Beige Metallic

6Q7 Imperial Jade Mica

COLOR NUMBER ON
VIN PLATE

CLADDING COLOR
NUMBER

TWO–TONE NAMES

051 UCA46 Diamond White Pearl / Light Grayish Beige Metallic

1B2 UCAA3 Antique Sage Pearl / Green Gray Metallic

202 UCA76 Black Onyx / Medium Gray Metallic

3N6 UCAC1 Vintage Red Pearl / Dark Red

4M7 UCAA2 Oyster Pearl / Light Brown Gray Metallic

4M9 UCA46 Cashmere Beige Metallic / Light Grayish Beige Metallic

6R1 UCA76 Woodland Pearl / Medium Gray Metallic

8L3 UCA76 Bluish Velvet Pearl / Medium Gray Metallic

057 4M7 White Pearl Mica / Oyster Pearl

4P2 1A2 Sparkling Gold Metallic / Topaz Metallic

GS 400/300
Paint Colors

SC 400/300
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Colors
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BODY COLOR CLADDING/BUMPER COLOR SINGLE COLOR/TWO–TONE COLORS NAMES

057 UCAA6 Golden Pearl / Silver Metallic

1C0 UCAB8 Millennium Silver Metallic / Gray Metallic

202 UA31 Black Onyx / Dark Gray Metallic

3M8 3M8 Venetian Red Pearl

4P2 1A2 Burnished Gold Metallic / Topaz Metallic

4P3 UCAB9 Desert Bronze Metallic / Beige Metallic

6R1 UCAB7 Woodland Pearl / Gray Metallic

8M8 8B4 Twilight Blue Pearl / Night Blue Metallic

BODY COLOR CLADDING/BUMPER COLOR SINGLE COLOR/TWO–TONE COLORS NAMES

057 057 Golden Pearl

1C2 UCA78 Smoky Topaz Mica / Dark Taupe Metallic

1C3 UCA76 Riverock Green Mica / Medium Gray Metallic

202 UCA76 Black Onyx / Medium Gray Metallic

4M9 UCA46 Cashmere Beige Metallic / Light Grayish Beige Metallic

6R1 UCA76 Woodland Pearl / Medium Gray Metallic

Since heat deformation of cladding occurs more easily than with bumpers, repair and
refinishing of cladding panels is not recommended. If original parts are to be refinished,
observe the following precautions during the refinish/drying process:

1. To prevent cladding warpage, hold the cladding firmly in place and keep drying
temperature below 50° C (122° F).

2. Since the cladding and bumpers are made of a flexible plastic urethane material, use
a 2–part urethane finish paint system with plasticizer for all bumper/cladding repairs.
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