
SF0F8–03
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N·m (kgf·cm, ft·lbf) : Specified torque � Non–reusable part

Fuel Tank Cushion

� Gasket

� Gasket

� Gasket

Fuel Main Tube

Fuel Tube Cover Plate

Fuel Tank Cushion

Fuel Sender Gauge

3.5 (35, 31 in.·lbf)
x 6

25 (250, 18)

Fuel Tank

� Gasket

x 6

Fuel Tank Filler Tube

� Gasket

Cut Off Valve

� Gasket

Fuel Tank to Canister Tube

Fuel Tank Vent Tube Set Plate

1.5 (15, 13 in.·lbf)
x 4 1.5 (15, 13 in.·lbf)

x 4

Vacuum Hose
Fuel Tank
Hose

Vent Line Hose
� Gasket

Fill Check Valve

Vapor Pressure Sensor

Fuel Tank Lower Protector

5 (51, 44 in.·lbf)

Check Valve Support

Check Valve Protector
4 (41, 35 in.·lbf)

Fuel Hose

5.5 (55, 48 in.·lbf)

Fuel Tank Set Plate

� Gasket

3.5 (35 31 in.·lbf)
x 8

Fuel Pump
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2000 LEXUS LS400   (RM717U)

FUEL TANK AND LINE
COMPONENTS
CAUTION:
� Always use new gaskets when replacing the fuel tank or components part.
� Apply the proper torque to all parts tightened.


