
I17158

RCL−

RCL+

RRV−

RRV+

SLD−

SLD+

C−

C+

FRV−

FRV+

GND

D27

Power Seat ECU

L−R

L

W

B−R

R−B

B

Y

B−W

L

R

W−B7
BFIW−BA

2 *1 1 *1

2 1

P32 Power Seat Motor
(Driver’s Seat Reclining Control)

P29 Power Seat Motor
(Driver’s Seat Lifter Control)

P33 Power Seat Motor
(Driver’s Seat Slide Control)

P27 Power Seat Motor
(Driver’s Seat Cushion Control)

P28 Power Seat Motor
(Driver’s Seat Front Vertical Control)

J22 Junction
Connector

BL

10 *1
11 *2

D27

D27

D27

D27

D27

D27

D27

D27

D27

D27

13 *1
8 *2

4 *1
3 *2

9 *1
12 *2

1 *1
6 *2

8 *1
13 *2

11 *1
10 *2

7 *1
14 *2

5 *1
2 *2

6 *1
1 *2

5 *1
2 *2

1 *2 2 *2

2 *1 1 *1

1 *2 2 *2

1 *1 2 *1

2 *2 1 *2

1 *1 2 *1
1 *22 *2

(*1)

7
BGI

W−B
IR

*1: LHD Models
*2: RHD Models

W−B
(*2)

−DIAGNOSTICS POWER SEAT CONTROL SYSTEM
DI−727

LEXUS LS430 (RM792E)

Power Seat Motor

CIRCUIT DESCRIPTION

The Power Seat ECU receives the signal of the power seat control switch to operate each power seat motor
according to the switch position.

WIRING DIAGRAM
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LEXUS LS430 (RM792E)

INSPECTION PROCEDURE
HINT:
In case of not using the LEXUS hand−held tester, start from STEP 2.

1 Perform active test.

PREPARATION:
Connect the LEXUS hand−held tester to the DLC3.
CHECK:
Check that ”Power seat motor” operates as the LEXUS hand−held tester directs.
OK:

The motor operates normally.

OK Proceed to next circuit inspection shown on
problem symptom table (See page DI−722).

NG

2 Check power seat motor (See page BE−1 31).

NG Replace the motor.

OK

3 Check harness and connector between power seat ECU and motor (See page
IN−35).

OK Repair or replace harness or connector.

NG

Proceed to next circuit inspection shown on
problem symptom table (See page DI−722).


